Generatbr Field Wwiten — Part No, 4760-444

.
(This Is A Séaled Uni not Attempt To Open It,)

The function of this switch is to "lamp

load" regulate (increase) generator out-

put when blackout lamps are in use, the

same as it is regulated and ites output :

ed-when service lampe are in w._- =

This switch was installed at factory om

all 42 WLIA models with regzistration num—

bers above W-686,726.

To install a generator field switch (No.
36) on a 42 WLA model not previously e—
guipped with this switch, follow illus-
trationa and proceed as outlined below.

The three wires furnished with this new
swltch assembly are connected to switch
when shipped from factery. Eefors mount-
ing switch onto motorcycle frame, note
that wires are connected at switch basze
SWITCE PROEERLY MOUNTED as followe:

Short RED wire with black tracer %0 terminal marked 14; Tong BPLACK wire (4n woven
conduit) to terminal marked 35; small terminal of short BLACK wire to terminal
marked GRD, Also, disconnect green wire from generator "Switch" terminal (No, 14)
and connect it to terminal No, 2 at base of switch, Note how lock washer is placed
on screw, next to screw heamd, and then screw is inserted through terminal on wire,
Also note how turned-over 1lip on lock washer is in hole in terminal on fileld switch
bassa,

Remove switch mounting U=bolt nute and lock washers and remove U-bolt. Switeh 1s to
be mounted on front tube of frame, zbove generator, BRear end of switch body should
be about 1—5}'8 inch above generator and at an angle of about 45 degrees toward left
| gide of motorcycle, (See above illustration),

Install U-bolt, lock washers and muts and tighten securely.

Connect short RED wire with black tracer from base of field switch to "Switch! terminal
i on generator and tighten nut gecurely, e

Remove Cut-out Relay (No. 32) rear mounting screw and lock washer, Securs large ter-
minal of BLACK wire, from base of switch, by means of thie screw and lock washer,
Tighten screw securely.

Slide woven condult down on long BLACK wire from base of switch, until housing is
about 1 inch from terminal on switch, Secure wire and housing at left side of frame
tube with large clip furnished, Place clip just below switch mounting U-bolt.
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